
6 SOLUTION FOR VARIOUS WATER QUALITY PROBLEMS

CARTRIDGE ВВ20
IN

CARTRIDGE ВВ20
OUT

SAND AND RUST
РР20 (MODEL CPV452020ECO)

20 μm melt blown polypropylene
sediment replacement filter

РР5 (MODEL CPV45205ECO)
5 μm melt blown polypropylene
sediment replacement filter

CHLOR
РР20 (MODEL CPV452020ECO)

20 μm melt blown polypropylene
sediment replacement filter

GAC (MODEL CHV4520ECO)
Granular activated carbon
replacement filter

COLOR AND CHLORINE GAC (MODEL CHV4520ECO)
Granular activated carbon replacement filter

СТО1О (MODEL CHVCB4520ECO)
Сагbоn blосk replacement filter

HYDROGEN SULPHIDE
РР20 (MODEL CPV452020ECO)

20 μm melt blown polypropylene
sediment replacement filter

GAC-CAT (MODEL CRVS4520ECO)
Smell reduction replacement filter
with catalytic activated carbon

IRON
РР20 (MODEL CPV452020ECO)

20 μm melt blown polypropylene
sediment replacement filter

FERROMIX (MODEL CRVF4520ECO)
lron reduction replacement filter

IRON AND HYDROGEN 
SULPHIDE

FERROMIX (MODEL CRVF4520ECO)
lron reduction replacement filter

GAC-CAT (MODEL CRVS4520ECO)
Smell reduction replacement filter
with catalytic activated carbon

Installation:

date of installation

address and phone

accepted (customer’s name and signature)

Installer:

оrganization

address and phone

works accomplished (name and signature)

Installer and user guide for ECOSOFT AQUAPOINT 
STANDARD on metal rack



AQUAPOINT — WHOLE HOUSE FILTER ON METAL RACK*

* It is not a complete replacement of the softener

Rack bracket — 2 pcs. Rack — 1 pcs. Rack slats — 2 pcs. Key for BB — 1 pcs. FUM-tape — 1 pcs. Nut 1”× 1” — 1 pcs.

A screw for a screwdriver — 8 pcs.

Wrench bolt — 4 pcs.

Leg — 4 pcs.

Parallel connection
(with the possibility of connecting a softener)

Serial connection

AQUAPOINT

Complete set:

Rack assembly


